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Preface



Internet of Things, also known as IoT, is changing the way we live and represents one of the biggest challenges in the IT industry. Developers are creating low-cost devices that collect huge amounts of data, interact with each other, and take advantage of cloud services and cloud-based storage. Makers all over the world are working on fascinating projects that transform everyday objects into smart devices with sensors and actuators.
A coffee cup is not a simple object anymore—it can send a message to your smartwatch indicating that the liquid inside has the right temperature so that you can drink it without worrying about checking whether it is too hot. In case you move the coffee cup before you receive the message, your wearable vibrates to indicate that you don't have to drink it yet.
You can check the coffee level of the coffee dispenser in your smartphone, and you won't have to worry about ordering more coffee: the coffee dispenser will automatically place an online order to request coffee when the coffee level is not enough to cover the rest of the day. You just need to approve the online order that the coffee dispenser suggests from your smartwatch. Based on certain statistical algorithms, the coffee dispenser will know the appropriate time to make the order.
What happens when more usual visitors arrive at the office? Their smartwatches or smartphones will communicate with the coffee dispensers and they will place orders in case the probable consumption of decaffeinated coffee increases too much. We have smart coffee cups, smart coffee dispensers, smartwatches, smartphones, and wearables. All of them take advantage of the cloud to create a smart ecosystem capable of providing us with all the different types of coffees we need for our day.
The Intel Galileo Gen 2 board is an extremely powerful and versatile minicomputer board for IoT projects. We can boot a Linux version and easily execute Python scripts that can interact with the different components included on the board. This book will teach you to develop IoT prototypes, from selecting the hardware to all the necessary stacks with Python 2.7.3, its libraries, and tools. In case you need a smaller board or an alternative, all the examples included in the book are compatible with Intel Edison boards, and therefore, you can switch to this board in case you need to.
Python is one of the most popular programming languages. It is open source, multiplatform, and you can use it to develop any kind of application, from websites to extremely complex scientific computing applications. There is always a Python package that makes things easier for us in order to avoid reinventing the wheel and solve problems faster. Python is an ideal choice for developing a complete IoT stack. This book covers all the things you need to know to transform everyday objects into IoT projects.
This book will allow you to prototype and develop IoT solutions from scratch with Python as the programming language. You will leverage your existing Python knowledge to capture data from the real world, interact with physical objects, develop APIs, and use different IoT protocols. You will use specific libraries to easily work with low-level hardware, sensors, actuators, buses, and displays. You will learn how to take advantage of all the Python packages with the Intel Galileo Gen 2 board. You will be ready to become a maker and to be a part of the exciting IoT world.
What this book covers




Chapter 1, Understanding and Setting up the Base IoT Hardware, start us off on our journey towards Internet of Things (IoT) with Python and the Intel Galileo Gen 2 board. We will learn the different features offered by this board and visualize its different components. We will understand the meaning of the different pins, LEDs, and connectors. We will learn to check the board's firmware version and to update if necessary.

Chapter 2, Working with Python on Intel Galileo Gen 2, leads us through many procedures that make it possible to work with Python as the main programming language to create IoT projects with our Intel Galileo Gen 2 board. We will write a Linux Yocto image to a microSD card, configure the board to make it boot this image, update many libraries to use their latest versions, and launch the Python interpreter.

Chapter 3, Interacting with Digital Outputs with Python, teaches us how to work with two different libraries to control digital outputs in Python: mraa and wiring-x86. We will connect LEDs and resistors to a breadboard and write code to turn on between 0 to 9 LEDs. Then, we will improve our Python code to take advantage of Python's object-oriented features, and we will prepare the code to make it easy to build an API that will allow us to print numbers with LEDs with a REST API.

Chapter 4, Working with a RESTful API and Pulse Width Modulation, has us working with Tornado Web Server, Python, the HTTPie command-line HTTP client, and the mraa and wiring-x86 libraries. We will generate many versions of RESTful APIs that will allow us to interact with the board in computers and devices connected to the LAN. We will be able to compose and send HTTP requests that print numbers in LEDs, change the brightness levels for three LEDs, and generate millions of colors with an RGB LED.

Chapter 5, Working with Digital Inputs, Polling and Interrupts, explains the difference between reading pushbutton statuses with polling and working with interrupts and interrupt handlers. We will write code that will allow the user to perform the same actions with either pushbuttons in the breadboard or HTTP requests. We will combine code that reacts to changes in the statuses of the pushbuttons with a RESTful API built with Tornado Web Server. We will create classes to encapsulate pushbuttons and the necessary configurations with the mraa and wiring-x86 libraries.

Chapter 6, Working with Analog Inputs and Local Storage, explains how to work with analog inputs to measure voltage values. We will measure voltages with an analog pin and both the mraa and the wiring-x86 libraries. We will be able to transform a variable resistor into a voltage source and make it possible to measure the darkness level with an analog input, a photoresistor, and a voltage divider. We will fire actions when the environment light changes, and we will work with both analog inputs and outputs. We will register events by taking advantage of the logging features included in the Python standard library and the USB 2.0 connector included in the Intel Galileo Gen 2 board.

Chapter 7, Retrieving Data From the Real World with Sensors, has us working with a variety of sensors to retrieve data from the real world. We will take advantage of the modules and classes included in the upm library that will make it easy for us to start working with analog and digital sensors. We will learn the importance of considering units of measurement because sensors always provide values measured in a specific unit, which we must consider. We will measure the magnitude and direction of proper acceleration or g-force, ambient temperature, and humidity.

Chapter 8, Displaying Information and Performing Actions, teaches us about different displays the we can connect to our board through the I2C bus. We will work with an LCD display with an RGB backlight, and we will then replace it with an OLED dot matrix. We will write code that takes advantage of the modules and classes included in the upm library to work with LCD and OLED displays and show text on them. We will also write code that interacts with an analog servo. We will control the shaft to allow us to create a gauge chart to display the temperature value retrieved with a sensor. Our Python code will make things move.

Chapter 9, Working with the Cloud, teaches you how to combine many cloud-based services that will allow us to easily publish data collected from sensors and visualize it in a web-based dashboard. We will work with the MQTT protocol and its publish/subscribe model to process commands in our board and indicate when the commands are successfully processed through messages. First, we will work with the PubNub cloud that works with the MQTT protocol under the hood. Then, we will develop the same example with Mosquitto and Eclipse Paho. We will be able to write applications that can establish bidirectional communications with our IoT devices.

Chapter 10, Analyzing Huge Amounts of Data with Cloud-based IoT Analytics, explains the close relationship between IoT and Big Data. We will work with Intel IoT Analytics, a cloud-based service that allows us to organize huge amounts of data collected by multiple IoT devices and their sensors. We will use the requests package to write a few lines of Python code to interact with the Intel IoT Analytics REST API. We will learn about the different options that Intel IoT Analytics offers us to analyze huge amounts of data, and we will define rules to trigger alerts.


What you need for this book



In order to work with the different tools required to connect to the Intel Galileo Gen 2 board and launch the Python samples, you will need any computer with an Intel Core i3 or higher CPU and at least 4 GB of RAM. You can work with any of the following operating systems:
	Windows 7 or higher (Windows 8, Windows 8.1, or Windows 10)
	Mac OS X Mountain Lion or higher
	Any Linux version capable of running Python 2.7.x
	Any modern browser with JavaScript support.


You will also need an Intel Galileo Gen 2 board and a breadboard with 830 tie points (holes for connections) and 2 power lanes.
In addition, you will need different electronic components and breakout boards to build the examples included in many chapters.

Who this book is for



This book is ideal for Python programmers who want to explore the tools available in the Python ecosystem in order to build their own IoT web stack and IoT-related projects. People from creative and designing backgrounds will also find this book equally useful.

Conventions



In this book, you will find a number of text styles that distinguish between different kinds of information. Here are some examples of these styles and an explanation of their meaning.
Code words in text, database table names, folder names, filenames, file extensions, pathnames, dummy URLs, user input, and Twitter handles are shown as follows: " By default, the pip package management system that makes it easy to install and manage software packages written in Python isn't installed."
A block of code is set as follows:
if __name__ == "__main__":
    print ("Mraa library version: {0}".format(mraa.getVersion()))
    print ("Mraa detected platform name: {0}".format(mraa.getPlatformName()))

    number_in_leds = NumberInLeds()
    # Count from 0 to 9
    for i in range(0, 10):
        number_in_leds.print_number(i)
        time.sleep(3)

When we wish to draw your attention to a particular part of a code block, the relevant lines or items are set in bold:
class NumberInLeds:
    def __init__(self):
        self.leds = []
        for i in range(9, 0, -1):
            led = Led(i, 10 - i)
            self.leds.append(led)

    def print_number(self, number):
        print("==== Turning on {0} LEDs ====".format(number))
        for j in range(0, number):
            self.leds[j].turn_on()
        for k in range(number, 9):
            self.leds[k].turn_off()


New terms and important words are shown in bold. Words that you see on the screen, for example, in menus or dialog boxes, appear in the text like this: "The next time you have to upload a file to the board, you don't need to set up a new site in the Site Manager dialog box in order to establish an SFTP connection."
Note
Warnings or important notes appear in a box like this.


Tip
Tips and tricks appear like this.



Reader feedback



Feedback from our readers is always welcome. Let us know what you think about this book—what you liked or disliked. Reader feedback is important for us as it helps us develop titles that you will really get the most out of.
To send us general feedback, simply e-mail <feedback@packtpub.com>, and mention the book's title in the subject of your message.
If there is a topic that you have expertise in and you are interested in either writing or contributing to a book, see our author guide at www.packtpub.com/authors.

Customer support



Now that you are the proud owner of a Packt book, we have a number of things to help you to get the most from your purchase.
Downloading the example code



You can download the example code files for this book from your account at http://www.packtpub.com. If you purchased this book elsewhere, you can visit http://www.packtpub.com/support and register to have the files e-mailed directly to you.
You can download the code files by following these steps:
	Log in or register to our website using your e-mail address and password.
	Hover the mouse pointer on the SUPPORT tab at the top.
	Click on Code Downloads & Errata.
	Enter the name of the book in the Search box.
	Select the book for which you're looking to download the code files.
	Choose from the drop-down menu where you purchased this book from.
	Click on Code Download.


You can also download the code files by clicking on the Code Files button on the book's webpage at the Packt Publishing website. This page can be accessed by entering the book's name in the Search box. Please note that you need to be logged in to your Packt account.
Once the file is downloaded, please make sure that you unzip or extract the folder using the latest version of:
	WinRAR / 7-Zip for Windows
	Zipeg / iZip / UnRarX for Mac
	7-Zip / PeaZip for Linux


The code bundle for the book is also hosted on GitHub at https://github.com/PacktPublishing/Internet-of-Things-with-Python. We also have other code bundles from our rich catalog of books and videos available at https://github.com/PacktPublishing/. Check them out!

Downloading the color images of this book



We also provide you with a PDF file that has color images of the screenshots/diagrams used in this book. The color images will help you better understand the changes in the output. You can download this file from https://www.packtpub.com/sites/default/files/downloads/InternetofThingswithPython_ColorImages.pdf.

Errata



Although we have taken every care to ensure the accuracy of our content, mistakes do happen. If you find a mistake in one of our books—maybe a mistake in the text or the code—we would be grateful if you could report this to us. By doing so, you can save other readers from frustration and help us improve subsequent versions of this book. If you find any errata, please report them by visiting http://www.packtpub.com/submit-errata, selecting your book, clicking on the Errata Submission Form link, and entering the details of your errata. Once your errata are verified, your submission will be accepted and the errata will be uploaded to our website or added to any list of existing errata under the Errata section of that title.
To view the previously submitted errata, go to https://www.packtpub.com/books/content/support and enter the name of the book in the search field. The required information will appear under the Errata section.

Piracy



Piracy of copyrighted material on the Internet is an ongoing problem across all media. At Packt, we take the protection of our copyright and licenses very seriously. If you come across any illegal copies of our works in any form on the Internet, please provide us with the location address or website name immediately so that we can pursue a remedy.
Please contact us at <copyright@packtpub.com> with a link to the suspected pirated material.
We appreciate your help in protecting our authors and our ability to bring you valuable content.

Questions



If you have a problem with any aspect of this book, you can contact us at <questions@packtpub.com>, and we will do our best to address the problem.


Chapter 1. Understanding and Setting up the Base IoT Hardware



In this chapter, we will start our journey towards Internet of Things (IoT) with Python and the Intel Galileo Gen 2 board. Python is one of the most popular and versatile programming languages. You can use Python to create multiplatform desktops and Web, mobile, and scientific applications. You can work with huge amounts of data and develop the complex algorithms that are popular in Big Data scenarios with Python. There are thousands of Python packages, which allow you to extend Python capabilities to any kind of domain you can imagine.
We can leverage our existing knowledge of Python and all of its packages to code the different pieces of our IoT ecosystem. We can use the object-oriented features, which we love from Python. in code that interacts with the Intel Galileo Gen 2 board and the electronic components connected to it. We can use the different packages that make it possible for us to easily run a Web server and provide a RESTful API. We can use all the packages that we already know to interact with databases, Web services, and different APIs. Python makes it easy for us to jump into the IoT world. We don't need to learn another programming language, we can use the one we already know and love.
First, we will learn about the features included in the Intel Galileo Gen 2 board. We will:
	Understand the Intel Galileo Gen 2 board and its components
	Recognize the Input/Output and the Arduino 1.0 pinout
	Learn about the additional expansion and connectivity capabilities
	Understand the buttons and the LEDs found in the board
	Check and upgrade the board's firmware


Understanding the Intel Galileo Gen 2 board and its components



We want to bring our ideas to life, easily. We want to be able to display a happy birthday message on a screen when we clap our hands. We want to collect huge amounts of data from the real world. We want to create wearables that keep track of all our activities during an entire day. We want to use the data to perform actions and interact with real-world elements. We want to use our mobile devices to control robots. We want to be able to determine whether the weather is hot or cold based on the data retrieved from a temperature sensor. We want to make decisions based on the values collected from a humidity sensor.
We want to measure how much of our favorite beverage is there in the cup and display the information on an LCD dot matrix display. We want to analyze all the data collected by things that are connected to the Internet. We want to become makers in the Internet of Things era by leveraging our existing Python programming skills.
We will use Python as the main programming language to control the different components connected to an Intel Galileo Gen 2 board, specifically Python 2.7.3. However, before we can become makers, it is necessary to understand some of this board's features.
After we unbox an Intel Galileo Gen 2, we will find the following elements:
	The Intel Galileo Gen 2 board
	A 12 VDC (Volts direct current), 1.5 A (Amperes) power supply


The following image shows the front view for an unboxed Intel Galileo Gen 2 board:
[image: Understanding the Intel Galileo Gen 2 board and its components]
Let's have a look at the front view of the board for a few minutes. We will notice many familiar elements, such as an Ethernet jack, host USB port, and many labeled pins. In case we have previous experience with an Arduino UNO R3 board, we will easily realize that many elements are in the same locations as in that board. In case we have previous experience with embedded systems and electronics, we will easily realize that the board provides the necessary pins (SCL and SDA) to talk with the devices that support the I2C bus. In case we don't have any previous experience, we will learn what we can do with all these pins in the examples included in the forthcoming chapters.
The next image shows the graphical representation of the Intel Galileo Gen 2 board in the Fritzing open source and free software. As you might notice, the graphical representation includes only the important pieces of the board and all the things we can wire and connect, with the necessary labels to help recognize them easily. We will use the Fritzing diagrams to illustrate all the wirings that we must do in order to complete each sample project through the book.
[image: Understanding the Intel Galileo Gen 2 board and its components]
Tip
You can download the latest version of Fritzing from http://fritzing.org/download/. Fritzing runs on Windows, Mac OS X and Linux. You will find the Fritzing sketches for all the examples included throughout the book in files with an FZZ extension (*.fzz) as a part of the code files that you can download for this book. The files are saved with Fritzing 0.92. Thus, you can open the sketches in Fritzing, check the breadboard view, and make any changes to it based on your needs.


The next image shows the electronic schematic representation of the Intel Galileo Gen 2 board, that is, the symbolic representation of the board to make it easy to understand the interconnections of the electronic circuits related to the board. The electronic schematic is also known as circuit diagram or electrical diagram. The symbol includes all the pins provided by the board shown as connectors. We can easily recognize the many labels that appear on the board as labels for each connector in the symbol. Fritzing allows us to work with both the breadboard and the electronic schematic representation.
[image: Understanding the Intel Galileo Gen 2 board and its components]
Tip
When you open the Fritzing file for each sample included in the book, you will be able to easily switch from the breadboard view to the schematic view by clicking on either the Breadboard or the Schematic buttons located at the top of the main Fritzing window.


The next image shows the system block diagram for the Intel Galileo Gen 2 board. The diagram is a part of the content included in the Intel Galileo Gen 2 design document: http://www.intel.com/content/dam/www/public/us/en/documents/guides/galileo-g2-schematic.pdf.
[image: Understanding the Intel Galileo Gen 2 board and its components]
The Intel Galileo Gen 2 board is an Arduino certified embedded computer that we will use to develop and prototype our IoT projects. The board is based on Intel architecture and uses an Intel Quark SoC X1000 system on a chip, known as SoC or application processor. The SoC is a single-core and single-threaded application processor that is compatible with the Intel Pentium 32-bit instruction set architecture (ISA). Its operating speed is up to 400 MHz. The following image shows the SoC, located approximately at the center of the board. The following page provides detailed information about the Intel Quark SoC X1000: http://ark.intel.com/products/79084/Intel-Quark-SoC-X1000-16K-Cache-400-MHz

[image: Understanding the Intel Galileo Gen 2 board and its components]
On the right-hand side of the CPU, the board has two integrated circuits that provide 256 MB of DDR3 RAM (short for Random Access Memory) memory. The operating system and Python will be able to work with this RAM memory. As it happens in any computer, RAM memory loses its information after we turn off the board. Thus, we say that RAM is volatile, as the data stored in it is lost when the memory isn't powered. The following image shows the DDR3 memory chips.
[image: Understanding the Intel Galileo Gen 2 board and its components]
In addition, the board provides access to the following onboard memories:
	512 KB embedded SRAM (short for Static Random Access Memory).
	8 MB Legacy SPI NOR Flash, non-volatile memory. Its goal is to store the board's firmware and sketches.
	11 KB EEPROM (short for Electrically Erasable Programmable Read-Only Memory). It is non-volatile and we can store data in it for our own purposes.




Recognizing the Input/Output and the Arduino 1.0 pinout



The board provides the following I/O pins:
	14 digital I/O pins
	Six PWM (short for Pulse Width Modulation) output pins
	Six analog input pins


The board is hardware and software pin-compatible with Arduino shields designed for the Arduino Uno R3. The 14 digital I/O pins numbered from 0 to 13 are located in the upper-right corner of the board and they also include the adjacent AREF and GND pins, as in the Arduino Uno R3. The pins configuration is also known as Arduino 1.0 pinout.
Tip
Shields are boards that we can plug on top of the Intel Galileo Gen 2 board to extend its capabilities. For example, you can plug a shield that provides two high current motor controllers or a shield that adds an LED matrix.


As it happens in the Arduino Uno R3, we can use six of these digital I/O pins as PWM (Pulse Width Modulation) output pins. Specifically, the pins labeled with a tilde symbol (~) as a prefix to the number have this capability: pins ~11, ~10, ~9, ~6, ~5 and ~3. The following are the pins that compose the header from left to right:
	SCL
	SDA
	AREF
	GND
	13
	12
	~11
	~10
	~9
	8
	7
	~6
	~5
	4
	~3
	2
	TX->1
	RX<-0


The next image shows the 14 digital I/O pins and the six PWM output pins labeled with a tilde symbol (~) as a prefix for the number. The first two pins, starting from the left are for the two I2C bus lines: SCL (Serial CLock) and SDA (Serial DAta). The last two pins, starting from the left, labeled TX->1 and RX<-0 are the UART 0 port pins. A UART port stands for Universal Asynchronous Receiver/Transmitter.
[image: Recognizing the Input/Output and the Arduino 1.0 pinout]
The six analogous input pins numbered from A0 to A5 are located in the lower-right corner of the board, as in the Arduino Uno R3. On the left-hand side of the analog input pins, we can see the following power pins that compose the power header:
	POWER
	IOREF
	RESET
	3.3V
	5V
	GND
	GND
	VIN


The VIN pin in the power header provides the input voltage that is supplied to the board through its power jack. The power supply included in the box provides 12V. However, the board can operate with an input voltage ranging from 7V to 15V. The board also provides support to Power over Ethernet, also known as PoE, this passes the electrical power to the board along with data on the Ethernet cable.
The following screenshot shows the power pins, also known as power headers, and the six analog input pins:
[image: Recognizing the Input/Output and the Arduino 1.0 pinout]
The board includes a jumper labeled IOREF that allows us to select between a 3.3V or 5V shield operation and provides voltage-level translation to all the I/O pins. Based on the jumper position, the board can work with either a 3.3V or 5V Arduino shield. By default, the IOREF jumper is set to the 5V position, and therefore, the initial setting allows us to work with 5V shields. The following screenshot shows the IOREF jumper set to the 5V position.
[image: Recognizing the Input/Output and the Arduino 1.0 pinout]
Tip
The IOREF pin in the power header provides the operational voltage reference based on the IOREF jumper position. Thus, based on the IOREF jumper position, the voltage reference in the IOREF pin can be either 5V or 3.3V.


On the right-hand side of the board, there is a 6 pin, specifically 2x3 pin, ICSP (In-Circuit Serial Programming) header, labeled ICSP. The location of this header is also compatible with the Arduino 1.0 pinout. The following screenshot shows the ICSP header:
[image: Recognizing the Input/Output and the Arduino 1.0 pinout]

Recognizing additional expansion and connectivity capabilities



The power jack is located on the left-hand side of the board and it is labeled PWR. Below the power jack, there is a microSD card connector, labeled SDIO. The microSD card connector supports microSD cards with a maximum support capacity of 32 GB. We will use the microSD card as our main storage to store the operating system, Python, and the necessary libraries. The board can boot from the microSD card. Thus, we can think of the microSD card as our main hard drive to work with IoT projects. The following screenshot shows the power jack with the power supply connected to it and the microSD card connector with an 8 GB microSD card being connected to it.
[image: Recognizing additional expansion and connectivity capabilities]
The Ethernet jack is located in the upper-left corner of the board, labeled 10/100 LAN, above the power jack. The Ethernet port supports both the Ethernet and Fast Ethernet standards, and therefore, it can work with either 10 Mbps or 100 Mbps nominal throughput rates. The Ethernet port is extremely useful to connect the board to our LAN and access it through an IP address. There is an adhesive label with the MAC (Media Access Control) address for the Ethernet onboard network interface card. The MAC address is also known as physical address.
The following screenshot shows this adhesive label on the Ethernet jacket and a cable plugged in it. The MAC address for the board shown in the image is A1B2C3D4E5F6. If we use the convention that expresses a MAC address as six groups of two hexadecimal digits separated by colons (:), the MAC address will be expressed as A1:B2:C3:D4:E5:F6. The MAC address is extremely useful to identify the board in our LAN DHCP client list. For security reasons, the original MAC address has been erased and we use a fake MAC address for our example.
[image: Recognizing additional expansion and connectivity capabilities]
A six pin, 3.3V USB TTL UART header is located next to the Ethernet jack, specifically UART 1, the second UART port in the board. The six pin, 3.3V USB TTL UART header has the following labels on the right-hand side:
	CTS
	TXO
	RXI
	No label (empty)
	RTS
	GND


Next to the Ethernet jack and the UART header, there is a micro USB Type B connection, labeled USB CLIENT. We can use this connection to connect the computer to the board, in order to perform firmware updates or transfer sketches.
Tip
However, it is important to know that you cannot power the board off USB. In addition to it, never connect a cable to the micro USB Type B connection before you connect the power supply to the board.


Next to the micro USB connection, there is a USB 2.0 host connector, labeled USB HOST. The connector supports a maximum of 128 USB endpoint devices. We can use this connector to plug a USB thumb drive for additional storage, USB keyboard, USB mouse, or any other USB device that we might need. However, we must consider the necessary drivers and their compatibility with the Linux distribution that we will be using with the board, before we plug any device.
The following image shows the UART header, micro USB connector, and the USB 2.0 port, from left to right, next to the Ethernet jack.
[image: Recognizing additional expansion and connectivity capabilities]
The following image shows the side view with all the connectors and jacks. From left to right, the USB 2.0 port, the micro USB connector, the UART header, and the Ethernet jack with the green (SPEED) and yellow (LINK) LEDs.
[image: Recognizing additional expansion and connectivity capabilities]
The back of the board provides a mini PCI Express slot, also known as the mPICe slot, compliant with PCIe 2.0 features, labeled PCIE. The slot is compatible with both full size and half size mPCIe modules that we can connect to the board to expand its capabilities. The half size mPCIe module requires an adapter to be connected to the slot on the board.
Tip
It is possible to add another USB host port via the mPCIe slot. The mPCIe slot is extremely useful to provide WiFi, Bluetooth, and other types of connectivity that aren't included as onboard features.


Next to the mPCIe slot, there is a 10-pin JTAG (Joint Test Action Group) header, labeled JTAG. It is possible to use the JTAG interface for debugging purposes in combination with debugging software that supports the Intel Quark SoC X1000 application processor, such as the free and open source on-chip debugging software OpenOCD.
The next image shows the back-view for the board with mPCIe slot and the JTAG header.
[image: Recognizing additional expansion and connectivity capabilities]

Understanding the buttons and the LEDs



The front of the board provides two buttons located at the bottom labeled REBOOT and RESET. The following image shows these two buttons:
[image: Understanding the buttons and the LEDs]
The button labeled REBOOT resets the Intel Quark SoC X1000 application processor. The button labeled RESET resets the sketch and any shield attached to the board. In this book, we won't be working with the Arduino sketches but we might need to reset a shield.
There are five rectangular LEDs located next to the USB 2.0 host connector: two LEDs on the left-hand side of the connector and three LEDs on the right-hand side. The following are the labels and the meaning of the LEDs:
	OC: The LED signals over-current when the board is powered through the micro USB connector. However, this feature is not enabled on Intel Galileo Gen 2 boards, and therefore, we just have the LED turned off. If the LED turns on, it means that the board is not working OK or the power supply is failing. This LED usually turns on when the board is bricked. We say a board is bricked when it doesn't work anymore and is technologically as useful as a brick.
	USB: It is the micro USB ready LED. The LED turns on after the board has finished the boot process and allows us to connect the micro USB cable to the micro USB connection labeled USB CLIENT. We should never connect a cable to the micro USB connection before this LED turns on because we can damage the board.
	L: The LED is connected to pin 13 of the digital I/O pins, and therefore, a high level sent to pin 13 will turn on this LED and a low level will turn it off.
	ON: It is a power LED and indicates that the board is connected to the power supply.
	SD: The LED indicates I/O activity with the microSD card connector, labeled SDIO, and therefore, this LED will blink whenever the board is reading or writing on the microSD card.


The following image shows the OC and USB LEDs on the left-hand side of the USB 2.0 host connector and the L, ON and SD LEDs on its right-hand side.
[image: Understanding the buttons and the LEDs]
The board includes an integrated real-time clock, known as RTC. It is possible to connect a 3V coin-cell battery to keep the RTC operation between turn-on cycles. Unluckily, the battery is not included in the box. The two RTC coin-cell connector pins are located in the lower-left corner of the Intel Quark SoC X1000 application processor, labeled COIN and with a battery icon. The next image shows the two RTC coin-cell connector pins.
[image: Understanding the buttons and the LEDs]

Checking and upgrading the board's firmware



Sometimes, the original firmware included in the board is the latest one available for Intel Galileo Gen 2. However, in some cases, we might need a firmware update, and therefore it is always convenient to make sure that we are working with the latest available version for the onboard firmware.
Tip
Firmware updates solve bugs and compatibility issues. Thus, it is always convenient to work with the latest firmware. However, in case you don't feel sure about following the procedure to update the firmware, it is convenient to keep the version that came with the board. A wrong procedure while updating the firmware or a power loss during the process might damage the board, that is, it might transform the board into a bricked one. You definitely don't want this to happen to your board.


If you want to check the current firmware version and check whether it is necessary to upgrade the board's firmware, you must follow the following steps:
Go to the Intel Galileo Firmware and Drivers download page at http://downloadcenter.intel.com/download/24748/Intel-Galileo-Firmware-and-Drivers-1-0-4. The URL is for the latest firmware version at the time this book has been written: 1.0.4. However, always make sure that you are downloading the latest available version from Intel Drivers & Software Download Center. In case the version is higher than 1.0.4, the procedure will be the same but you just need to replace 1.0.4 with the new version numbers.
The Web browser will display the available downloads for the supported operating systems. The Web page doesn't detect the operating system you are using, and therefore, it offers the downloads for all the supported operating systems: Windows, Mac OS X, and Linux. The following image shows the contents for the Web page:
[image: Checking and upgrading the board's firmware]
You will find a PDF user guide under OS Independent: IntelGalileoFirmwareUpdaterUserGuide-1.0.4.pdf. Click on the button, read and accept the Intel Software License Agreement, and read the Intel Galileo Firmware Updater Tool documentation. The documentation includes all the necessary steps to install the drivers in Windows and Linux. The Mac OS X doesn't require any driver installation.
Before you install the drivers or start the process to check the firmware version in your board, remove all the connections from the board, such as the microUSB cable and any USB device plugged into the USB 2.0 host connector. Remove any sketches and also the microSD card. Your Intel Galileo Gen 2 board should be empty just as when you unboxed it.
Connect the power supply to the board and wait a few seconds until the rectangular LED labeled USB turns on. Once this LED is turned on, the boot process has already finished and it is safe to connect a USB Type A to Micro-B USB cable from your computer to the micro USB connector labeled USB CLIENT in the board. Unluckily, the cable isn't included within the board's box. The following image shows an Intel Galileo Gen 2 board with the connections done and the firmware updater tool running on Mac OS X.
[image: Checking and upgrading the board's firmware]
In case you are working with either Windows or Linux, follow the procedure to install the necessary drivers as explained in the IntelGalileoFirmwareUpdaterUserGuide-1.0.4.pdf document.
Tip
You already have the board connected to your computer, and therefore, you can skip this step in the document. In fact, many versions of this document didn't explain that you had to wait for the USB LED to turn on before you can connect the board to a computer through the micro USB connector and that caused many boards to have unexpected problems.


Once you have the drivers installed in your computer and your board is connected to it, you can download and execute the ZIP file of the Intel Galileo Firmware Updater for your operating system. For Windows, the file is IntelGalileoFirmwareUpdater-1.0.4-Windows.zip. For Mac OS X, the file is IntelGalileoFirmwareUpdater-1.0.4-OSX.zip. You usually have to scroll down the Web page to find the appropriate file for your operating system. Once you click on the desired file button, it is necessary to read and accept the Intel Software License Agreement before you can download the zip file.
In Windows, download the IntelGalileoFirmwareUpdater-1.0.4-Windows.zip file, open it, and execute the firmware-updater-1.0.4.exe application included in the zip file. The Intel Galileo Firmware Updater Tool window will appear and it will automatically select the virtual COM port number, such as COM3, generated by the previously installed driver in the Port dropdown. The application will communicate with the board and then display the firmware version included with the tool in Update Firmware Version and the current board's firmware version in Current Board Firmware.
The following image shows the Intel Galileo Firmware Updater Tool running on Windows 10. In this case, the tool has the newest version for the firmware because it offers version 1.0.4 and the current board's firmware is 1.0.2.
[image: Checking and upgrading the board's firmware]
In Mac OS X, download the IntelGalileoFirmwareUpdater-1.0.4- OSX.zip file and then execute the downloaded Firmware Updater application. Take into account that you might need to authorize the operating system to run the application based on your security settings and your OS X version. The Intel Galileo Firmware Updater Tool window will appear and it will automatically select the generated USB modem device for the connected board, such as /dev/cu.usbmodem1411, in the Port dropdown. The application will communicate with the board and then it will display the firmware version included with the tool in Update Firmware Version and the current board's firmware version in Current Board Firmware.
The following image shows the Intel Galileo Firmware Updater Tool running on OS X El Capitan. In this case, the tool has the newest version for the firmware because it offers version 1.0.4 and the current board's firmware is 1.0.2, as it happened with the Windows version.
[image: Checking and upgrading the board's firmware]
In case you decide that you need and want to update the firmware, considering the previously explained risks, you just need to click on the Update Firmware button and wait for the tool to indicate that the process has finished. The procedure is the same for either Windows or Mac OS X.
Tip
Don't unplug the USB cable from your computer connected to the board, don't disconnect the power supply from the board, and don't close the application until the tool indicates that the firmware update has finished. The safest way to perform a firmware update is to plug the power supply to a UPS (Uninterruptible Power Supply) to protect it from a power failure during the firmware update process.


Once the firmware update process has finished and the tool displays that you have the same firmware version on the board that the firmware version that the tool offers, you can close the application and disconnect the USB cable from your computer and the board. Make sure that you don't leave the USB cable connected to your board and then unplug the power supply.

Test your knowledge



	The Intel Galileo Gen 2 board includes:	WiFi connectivity onboard with three antennas.
	Ethernet connectivity onboard.
	Bluetooth connectivity onboard.



	The Intel Galileo Gen 2 board is hardware and pin compatible with a wide range of:	Arduino Uno R3 shields.
	Arduino Pi shields.
	Raspberry Pi shields.



	The jumper labeled IOREF allows us to:	Select between 3.5V or 7V shield operation and provide voltage-level translation to all the I/O pins.
	Select between 3.3V or 5V shield operation and provide voltage-level translation to all the I/O pins.
	Reset the board.



	The LED labeled L is connected to the following pins of the digital I/O pins:	11.
	12.
	13.



	The back of the board provides the following slot:	Mini PCI Express.
	PCMCIA.
	Thunderbolt.






Summary



In this chapter, we learnt the different features offered by the Intel Galileo Gen 2 board. We visualized the different components of the board and we understood the meaning of the different pins, LEDs, and connectors. We also learned to check the board's firmware version and to update it in case it is necessary to do so.
Now that we recognize the different components of the board, we have to prepare it to work with Python as our main programming language, which is what we are going to discuss in the next chapter.

Chapter 2. Working with Python on Intel Galileo Gen 2



In this chapter, we will start our journey towards Internet of Things (IoT) with Python and the Intel Galileo Gen 2 board. We shall:
	Set up the environment to start working with Python as the main programming language
	Retrieve the board's assigned IP address after it boots a Yocto Linux distribution
	Connect to the board's operating system and run commands on it
	Install and upgrade the necessary libraries to interact with the board's component with Python
	Run our first lines of Python code in the board


Setting up the board to work with Python as the programming language



There is some work to be done in order to start working with Python as the main programming language to control this board. We need the following additional elements that aren't included in the board's box:
	A microSD card of at least 4 GB with a maximum supported capacity of 32 GB. It is convenient to use a speed class 4 or a faster microSD card. Note that you will lose all the contents of the microSD card.
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